
475 Barrel Poly-Frac Chemical 
Storage Tank

No other tank compares to our Poly-Frac when 
it comes to your bulk chemical storage needs. 
There is no rubber lining to be compromised, 
only solid chemical-resistant material that 
outperforms stainless steel and fiberglass. This 
tank can replace four onsite tankers, leading to 
minimized costs, fewer connections, and a safer 
working environment.

•	 Frac Well Services
•	 Petro-Chemical
•	 Refineries

•	 Power Plants
•	 Steel Mills
•	 Emergency Spill 
Services



Specifications

•	 Approximate Capacity: 19,000 Gallons
•	 Max Temperature: 165° Fahrenheit
•	 Approximate O/A Dimensions:	
46’-9" L x 8’-6" W x 11’-3" H

•	 All Seals made from Viton Type-F
•	 Vapor Tight
•	 16 oz. PSI / 0.4 VAC
•	 2.0 Specific Gravity
•	 Professionally Engineered Design
•	 25 Year Life Span @ 80% Utilization



Features

•	 Constructed from high impact, stress-
relieved, UV-Stabilized Black Pipe 
Grade HDPE or UV-Stabilized Euro-Grey 
Copolymer Polypropylene

•	 The tank body is fabricated from a 
minimum of 1" to 1 ½" thick sheet

•	 1 ½" Thick vertical radius corners
•	 “V” Bottom floor
•	 Domed radius top
•	 The tank body is designed as a self-
supporting structure, utilizing Enviroline 
40-50 mils DFT of hollow structural steel 
tubing. The steel tubing is welded at all 
open ends and liquid-tight encapsulated 
as vertical apex “U” frames that are 
spaced evenly along the tank body

•	 All tank nozzles are solid machined 
flanges

•	 The front work platform ladder assembly 
is fabricated from Epoxy-coated Carbon 
Steel and HDG grating
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Tank Nozzles Included

•	 Front & Rear Manway	 (2)	 24" dia. each
•	 View Port	 (1)	 16" dia.
•	 Vent/Exhaust Assembly	 (2)	 4" dia. each
•	 Discharge	 (1)	 6" dia./150 lb. ANSI
•	 Front & Rear Top Fill	 (2)	 4" dia./150 lb. ANSI each
•	 Front & Rear Drain	 (2)	 4" dia./150 lb. ANSI each
•	 PRV Valve	 (1)	 10" dia.

Manifold (optional)

•	 One 6" Double Valve
•	 One 6" Isolator Expansion Joint
•	 Four 4" Valved Connection Points
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